B.I.F.M.A. SINGLE SURFACE
SIT-TO-STAND WORKSTATION
SHOWN WITH OPTIONS

SPACE FOR SIX 21” FLAT PANEL DISPLAYS
FOCAL LINK PROVIDES UP TO 12” OF ADJUSTABLE FOCAL DEPTH

SEPARATE TOUCH SCREEN MOUNT

RISER WITH FOUR 5.25” X 19” PANEL OPENINGS
AND CABLE DISTRIBUTION POINT. AIR
DIFFUSERS MOUNTED IN ENDS OF RISER

UPRIGHT CPU CABINET

B.I.F.M.A. G1-2002
BUSINESS AND INSTITUTIONAL FURNITURE MANUFACTURERS ASSOCIATION

Viewing angle between eye level and 50 degrees downward for 5th percentile through 95th percentile operators

Elbow height ranges from 22” (5th percentile) to 45.6” (95th percentile)

AVAILABLE CPU STORAGE INCLUDES:
FLOOR MOUNT UNDER ADJACENT SURFACE WITH CAPACITIES TO 5 COMPUTERS.
ADJACENT UPRIGHT CABINETS WITH CAPACITIES FOR UP TO 10 COMPUTERS ALL WITH FRONT AND REAR ACCESS, LIFT OFF OR HINGED FRONT DOOR, FAN AND AC OUTLETS.

ACCESSORIES INCLUDE:
DIMMABLE LED TASK LIGHTING
PERSONAL ENVIRONMENT SYSTEMS
MODULAR FOUR CIRCUIT AC POWER SYSTEM
WALL PANELS WITH ACOUSTIC, GLAZED, VENTED STEEL, LAMINATE SEGMENTS
DRAWER PEDESTALS

PUBLIC SAFETY WORKSTATIONS SINCE 1991